
HALDRUP M-63

TECHNICAL DETAILS

Maize Sample Unit

The M-63 is a unit to be fixed on the 3 point hitch of a tractor or tool carrier. It is most of the time the solution 
giving you the most out of your investment. Maybe you already have a tractor suitable for the maize or ener-
gy plants harvesting, or the one you will buy can be used for all the other agriculture duties on your farm. 

Dimensions
Length - Width - Height

Weight

2400 mm - 2280 mm - 
2930 mm (hitch to the 
top blower)
900 - 1250 kg

Chopper Kemper Champion 1200
Dimensions Chopper
Length - Width - Height

Weight

1760 mm - 2800 mm -
3950 mm 
(in working position)
1100 kg

Technical Data
Chopper

Pto speed:
1000 r/min

Power requirement:
min. 50 kW / 70 HP up to
max. 110 kW / 150 HP

Row interval:
row independent

Working width:
1250 mm

Working speed:
up to 10 km/h
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FRANCE
Inotec France SARL
14 rue des peupliers • F-72190 Sargé-les Le Mans
t +33 (0) 2 43 89 44 95 • f +33 (0) 2 34 08 71 50

GERMANY
HALDRUP GmbH
Justus-von-Liebig-Str.3 • D-74532 Ilshofen
t +49 (0) 7904 943 998 - 0 • f - 640

DENMARK
J. Haldrup a / s
Bredgade 129 • DK-9670 Løgstør
t +45 (0) 96 661 166 • f +45 (0) 96 661 167info@haldrup.net

www.haldrup.net USA
HALDRUP USA CORP.
6538 South, 300 West • Poneto, Indiana 46781
t +1 (0) 866 750 7555 • f +1 (0) 866 750 7590

AGRICULTURAL PLANT HIRE
aphltd.co.uk

01733 840691
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Poplar Farm, Coates
Peterborough, PE7 2DU




