
HALDRUP DC-20

COMPATIBLE PLANTS

TECHNICAL DETAILS

Densimetric sorting and cleaning column

The perfect machine for cleaning and sorting of all 
kinds of cereal crops. Simply in operation thanks to 
the adjustment and precalibration notice for the grain 
feeding and air flow. 
The cleaning process via an adjustable air jet guaran-
tees absolute non mixing of the crop between two lots. 
This machine allows continuous cleaning in connecting 
the vibrator base directly on a silo; the sorted grains 
are received in different boxes. 

Current supply 230V - 10 A - 50/60 Hz
Grain feed Electronic adjustable 

shake out
Cleaning Ventilator with air-flow 

adjustment
0.75 HP, from 0 to 3000 r/min
electronic speed 
regulation from 0 to 100%

Air Flow ca. 1000 - 1400m³ / hour
Level 1
Level 2
Level 3
Level 4

Large grains
Medium grains
Small grains
Dust

Displacement Arrangeable on the 
ground

Dimensions 100 cm x 120 cm x 230 cm
Weight 150 kg
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FRANCE
Inotec France SARL
14 rue des peupliers • F-72190 Sargé-les Le Mans
t +33 (0) 2 43 89 44 95 • f +33 (0) 2 34 08 71 50

GERMANY
HALDRUP GmbH
Justus-von-Liebig-Str.3 • D-74532 Ilshofen
t +49 (0) 7904 943 998 - 0 • f - 640

DENMARK
J. Haldrup a / s
Bredgade 129 • DK-9670 Løgstør
t +45 (0) 96 661 166 • f +45 (0) 96 661 167info@haldrup.net

www.haldrup.net USA
HALDRUP USA CORP.
6538 South, 300 West • Poneto, Indiana 46781
t +1 (0) 866 750 7555 • f +1 (0) 866 750 7590

AGRICULTURAL PLANT HIRE
aphltd.co.uk

01733 840691
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Poplar Farm, Coates
Peterborough, PE7 2DU




